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NOTES:
1. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF YREKA

CONSTRUCTION STANDARDS AND THE STANDARD SPECIFICATIONS FOR

PUBLIC WORKS CONSTRUCTION AND NFPA 13D.

2. A SEPARATE FIRE SERVICE SHALL BE INSTALLED WHERE THE EXISTING 

DOMESTIC SERVICE IS SMALLER THAN THE REQUIRED RESIDENTIAL FIRE FLOW.

3. BACK FLOW DEVICES WILL NOT BE REQUIRED FOR A LOOPED SYSTEM

DRAIN AND FLOW SWITCH CONNECT TO CONNECTED TO A WATER CLOSET.

INSPECTION OUTSIDE BELL

TEST VALVE 4. METER CHARGE SHALL BE FOR THE SIZE OF METER INSTALLED. SERVICE

CONNECTION CHARGES SHALL BE FOR A ¾” SERVICE. UNLESS RESIDENT 

BACKFLOW PREVENTER IF REQUIRED SHALL APPLY.

SHUT OFF VALVE

5. ALL UNDERGROUND AND ABOVEGROUND PIPING SHALL BE PER NFPA 13D

AND THE CALIFORNIA PLUMBING CODE.

6. AN AREA OF 12” WIDE ON ALL SIDES OF PIPE TRENCH SHALL BE KEPT FREE OF

PRV ALL VEGETATIVE OBSTRUCTIONS.

7. ALL ABOVE GRADE PIPING AND VALVES SHALL BE WRAPPED WITH ADEQUATE

INSULATION OR OTHER MEANS OF PROTECTION TO PREVENT FREEZING.

8. ALL FIRE SPRINKLER UNDERGROUND PIPE SHALL BE WRAPPED WITH 2” WIDE
FLOOR DETECTABLE METALIZED WARNING TAPE OR PIPED WITH FIRE SPRINKLER CPVC PIPE.

9. ALL PIPING PASSING THROUGH A SLAB SHALL PASS THROUGH A SLEEVE FOR

THE FULL THICKNESS OF THE SLAB. THE SLEEVE SHALL HAVE AN INSIDE

DIAMETER OF ½” LARGER THAN THE OUTSIDE DIAMETER OF THE SYSTEM PIPE.
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  BUILDING DEPARTMENT                

701 FOURTH STREET                 

YREKA, CA 96097                                 

(530) 841-2322                             

FAX: (530) 842-4836

       SEE RISER DETAIL                                                   

1" minimum diameter.                     

Single service (1  1/2" with dual 

services) Required to meet 

sprinkler system flow.

RESIDENTIAL FIRE 

SPRINKLER CONNECTION

10. ANNUAL BACKFLOW PREVENTION DEVICE INSPECTION REQUIRED.

 SHUT OFF VALVE

SYSTEM

FIRE SPRINKLER SYSTEM

DOMESTIC & FIRE SPRINKLER

SYSTEM SUPPLY

LOOPED SPRINKLER 

  REQUIRES FULL 1” DOMESTIC CONNECTION THEN FULL 1” CONNECTION FEE 

RISER DETAIL

DOMESTIC & FIRE SPRINKLER
SYSTEM SUPPLY

SPRINKLER HEAD (TYP)

3/4" X 3/4" OR LARGER AS REQUIRED 

METER LOCATED AT STANDARD 

LOCATION

FIRE SPRINKLER SYSTEM

PRESSURE GAUGE

RESIDENTIAL FIRE SPRINKLER CONNECTION


